
Linear quality guarantee provides more earnings
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Structural Characteristics

1956 x 992 x 40 mm

21.5 kg

Polycrystal 156.75 x 156.75 mm (72 cells)

3.2 mm AR tempered glass, low iron

Anodized aluminum alloy

IP67

24.0 mm , wire lenght: 1200 mm

Mc4 Compatible

5400 Pa

10 
Years

25 
Years

Product Quality &

Process Guarantee

Linear Power

Guarantee

IEC 61215 
IEC 61730
IEC 61701
IEC 62716
IEC 62804

(New Edition) 1500 VDC

(New Edition)
(Salt Mist Corrosion)
(Amonia Corrosion)
(Potential Induced Degradation)

Module dimensions (Ölçüler)

Weight (Ağırlık)

Cell (Hücre)

Glass (Cam)

Frame (Çerçeve)

Junction Box (Bağlantı Kutusu)

Output Wire (Kablo Ölçüsü)

Connector (Konnektör)

Mechanical Load (Mekanik Yük)



Resistance to salt-spray
corrosion
(IEC61701, certified to SGS test
standart)

Resistance to ammonia
corrosion
(IEC62716, certified to SGS  test
standart)

Fire safety
(Class C, certified to SGS
test standards)
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Voltage (V)

0Cells temp. = 25 C
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Incident Irrad. = 1000 W/m
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Incident Irrad. = 800 W/m
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Incident Irrad. = 600 W/m

2
Incident Irrad. = 400 W/m

2
Incident Irrad. = 200 W/m
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0Cells temp. = 10 C

2
Incident Irrad. = 1000 W/m

0Cells temp. = 25 C
0Cells temp. = 40 C
0Cells temp. = 55 C
0Cells temp. = 70 C
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324

-0,393 (%/    )

-0,277 (%/    )

+0,043 (%/    )

1000 V / 1500 V

15 A / 20 A

Security Class C Class

Üretici Teknik Ve Mekanik Ölçülerde Değişlik Hakkına Sahiptir.

(Elektrik Özellikleri)

(Elektrik Özellikleri)

(Isısal Kayıplar)

(Yükleme Bilgisi)
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